SEAL

1 DEFINITION: THE WORD "PROVYIDE" MEANS FURNISH, INSTALL, FEED AND CONNECT WITH ALL NOTE: THIS 18 A MASTER SCHEDULE. NOT ALL STYMBOLS CONTAINED HEREIN MAYT APPEAR ON THE DRAUWINGS.
ACCESSORIES AND ANCILLARY EQUIPMENT FOR A COMPLETE AND OFERABLE INSTALLATION.
2. CODES: ALL ELECTRICAL WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL ADOPTED
- APPLICABLE CODES AND ORDINANGES, [] FLUORESCENT FIXTURE - RECESSED, LAY-IN ® PHOTOELECTRIC SWITCH - 1520 VA UON
%% 3. COMPLETE INSTALLATION: PROVIDE ALL LABOR, MATERIALS, EQUIPMENT, TOOLS, ACCESSORIES, [O7]  FLUORESCENT FIXTURE - RECESSED, FLANGED 8IGN OUTLET/CONNECTION
o3 ETC., NECESSARY TO ACCOMPLISH A COMPLETE ELECTRICAL SYSTEM IN ACCORDANCE WITH 6
. 8 THE DRAWINGS AND SPECIFICATIONS. [O] FLUORESCENT FIXTURE - SURFACE <H SHUNT TRIP STATION
Tl R FE FE| RS 4. GROUNDING: TEST EXISTING SERVICE NEUTRAL FOR ADEQUACY AND FOR GROUND CONTINUITY.
i GROUNDING: .
SHEET Eg{ Q Q Q Q GROUND ALL EQUIPMENT AND STSTEM NEUTRAL IN ACCORDANCE WITH ARTICLE 250 OF THE NEC. FLUORESCENT FIXTURE - SUSPENDED F__, MECHANICAL EQUIFMENT DESIGNATION
PROVIDE CODE $IZED EQUIPMENT GROUNDING CONDUCTOR IN ALL FEEDERS AND BRANCH >
NUMBER| SHEET TITLE Lo CIRCUIT RACEWAYS. WHERE ISOLATED GROUNDS ARE INDICATED, PROVIDE INSULATED CONDUCTOR. FOH  FLUORESCENT FIXTURE - OPEN STRIP WITH WIRE GUARD e o iTING EIXTURE DESIENATION, TYEE Al 150 LATT =
- . GHTING FIXTURE DESIGNATION: TYPE Al, 150 ;
EQo0 | 8TMBOL LIST, SPECIFICATIONS AND DRAUWING INDEX ® 5. CIRCUITING: ALL WIRING SHALL BE IN CONDUIT, CONCEALED EXCEPT WHERE NOTED. EMT WITH O e D R N S eHoRE T ENT - SURPACE 2 QUANTITY = 2 3
- SARTIAL SINGLE LINE DIAGRAM AND PANEL SCHEDULE ° DIE CAST SET SCREW FITTINGS MAY BE USED IN DRY, PROTECTED INTERIOR LOCATIONS. ’ @
PYC SCHEDULE 42 SHALL BE USED BELOW GRADE AT MINIMUM -24". WRAPPED RIGID ELBOWS O_l INCANDESCENT, H.I.D. OR MINI-FLUORESCENT - WALL = C = CONNECTED LOAD | EQUIPMENT LOAD N
EQ2?2 LIGHTING FIXTURE SCHEDULE ® AND RISERS SHALL BE USED FOR ALL THROUGH-GRADE TRANSITIONS AND STUB-UPS. RGS OR BRACKET D D = DEMAND LOAD SUMMARY (EXPRESSED ©
IMC CONDUIT WITH THREADED FITTINGS SHALL BE USED IN ALL LOCATIONS WHERE EXPOSED TO INCANDESCENT. HID. OR MiNI-FLUORESCENT - WALL s $ = STAND-BY LOAD N KyA) P~
E2.2 POWER AND SIGNAL PLAN ® THE ELEMENTS OR SUBJECT TO PHYSICAL DAMAGE. METAL-CLAD CABLE (TYFE MC) MAY BE Q iy v , HID. OR MINI- - (ON GENSET POWER) Se
USED WHERE ALLOWED BY CODE AND LOCAL AUTHORITIES HAVING JURISDICTION (ALL HOMERUNS )6
E300 | LIGHTING PLAN ] SHALL BE IN CONDUIT) AND INSTALLED PER NEC ARTICLE 330. TYPE ENT RACEWAY IS NOT ® LOW VOLTAGE INCAND. FIXTURE SWITCHGEAR ]
ALLOWED. CONNECT RECESSED AND SUSPENDED LIGHT FIXTURES, MOTORIZED AND VIBRATING g S
EQUIPMENT WITH STEEL FLEX. ALL CONDUIT SHALL HAVE PULL CORD IF OTHERWISE EMPTY. 7 0\ -3
\ @ CHANDELIER OR FAN (PROVIDE 5X STRUCTURAL BACKING) =0
TOTAL 5 6. WRING: WIRE SHALL BE COPPER UNLESS OTHERWISE NOTED, STRANDED IN SIZES %8 AWG AND -/ PANELBOARD - FLUSH MOUNTED L)

This document, including the ideas and designs it contains, is an instrument of professional services rendered by the WESTAR Architectural Group/Nevada, Inc. / Engineer. This document may not be used or copied in whole, or in part, for any purpose other than this specific project without the expressed written consent of Westar Architectural Group/Nevada, Inc.

LARGER WHERE ALUMINUM 1S INDICATED, WIRE SHALL BE COMPACTED-STRAND TYPE WITH JOINT
COMPOUND AT TERMINATIONS. INSULATION SHALL BE TYPE THW, THUN OR THHN (XHHW FOR
ALUMINUM).  ALUMINUM CONDUCTORS SHALL NOT BE USED IN SIZES SMALLER THAN */2 (I0DA
EQUIPMENT FEEDER), AND WHEN USED SHALL BE TERMINATED IN INSULATED COMPRESSION-
TYPE CUW/AL FITTING ('MAC-ADAPT' OR EQUAL).

1. NEW FUSES AND CIRCUIT BREAKERS: FUSES AND CIRCUIT BREAKERS SHALL BE SIZED PER
ACTUAL NAMEPLATE OF EQUIPMENT SERVED. CIRCUIT BREAKERS SHALL BE RATED FOR THEIR
RESFPECTIVE APFLICATION (le, MOTOR CIRCUIT PROTECTOR, GROUND FAULT CIRCUIT
INTERRUPTER, ARC FAULT CIRCUIT INTERRUPTER, ETC.). FUSES SHALL BE DUAL ELEMENT, CURRENT-
LIMITING, AND SHALL BE INTERCHANGEABLE BETWEEN FRAME SIZES WITH STANDARD FACTORY
FUSE REDUCERS. PROVIDE LOCKABLE SPARE FUSE CABINET WITH THREE (3) SPARE FUSES

SPOTLIGHT - J-BOX OR TRACK MOUNTED TRACK LENGTH
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OF EACH SIZE USED. ® @ | EXITLIGHT - FACES AND ARROWS AS INDICATED, i
8. EXISTING CONDITIONS: THE DRAWINGS INDICATE NEW WORK TO BE PERFORMED AND DOES NOT UNIVERSAL MOUNTING, UNSWITCHED MAGNETIC STARTER, SIZE | UON %

PURPORT TO SHOW ALL EXISTING CONDITIONS. CONTRACTOR SHALL VISIT THE SITE PRIOR TO » COMBINATION $INGLE FACE EXIT LIGHT. ARROWS AS INDICATED _ .

BID AND FAMILIARIZE HIMSELF WITH ALL EXISTING AND PROPOSED CONDITIONS WHICH MAY WITH TUIN LAMP BATTERY PACK, UNIVERSAL MOUNTING, UNSUITCHED. e ORNECT SUNCr: 2213 UON: F-RUSIBLE, FUSE PER T

UNACCEPTABLE CONDITIONS TO ENGINEER PRIOR TO BID. NO CHANGE ORDERS WILL BE COMBINATION STARTER ¢ DISCONNECT: SIZE | UON o

ALLOWED FOR FAILURE TO COMPLY WITH THIS REQUIREMENT. [ ] S, FIXTURE, EQUIFMENT ON EMERGENCY (X) -

Q. EXISTING SUWITCHGEAR: REUSE EXISTING SWITCHGEAR AND PANELS IN PLACE WHERE SO @, ETC. OR NIGHT LIGHT (NL.) CIRCUIT
INDICATED. MODIFY AS REQUIRED TO ACCOMMODATE NEW REQUIREMENTS. PROVIDE NEW
CIRCUIT BREAKERS AND/OR FUSES AS REQUIRED WITH AlLC. RATING TO MEET OR EXCEED
THAT OF EXISTING DEVICES. REARRANGE EXISTING CIRCUITS WITHIN PANELS TO AGREE WITH
NEW PANEL SCHEDULES. TRACE AND IDENTIFY ALL EXISTING CIRCUITS ON NEW AS-BUILT DEVICES MOUNTED IN MULTIPLE UNDER COMMON COVER
PANEL SCHEDULES. © MAXIMUM HEIGHT ON WALLS = +48" TO TOP UON (PER ADA)

————— MOISTURE SEAL-OFF

2. NEW EQUIPMENT STANDARDS: ALL MATERIALS AND EQUIPMENT SHALL BE NEW AND OF THE d:b!y DEVICES MOUNTED IN OR ABOVE BACKSFLASH: o
HIGHEST QUALITY AVAILABLE ("SPECIFICATION GRADE"). LIGHTING FIXTURES SHALL HAVE MAXIMUM HEIGHT ON WALLS = +48" TO TOP UON (PER ADA) <>
CLASS "P" BALLASTS AND ACRYLIC LENSES. SERVICE EQUIPMENT SHALL BE FACTORTY -

HP-RATED SWITCH AND POWER RELAY-22/1 (ULON.)

WIRING DEVICE AT +8" TO CENTER LINE UON (PER ADA) PULLBOX - SIZE AND LOCATION AS REQUIRED
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JUNCTION BOX - SIZE PER NEC REQUIREMENTS
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SHEET NOTE DESIGNATION

ASSEMBLED COMMERCIAL-GRADE, CONFIGURED PER SERVING UTILITY STANDARDS. E[H] WIRING DEVICE MULTI-COMPARTMENT P ¢
PANELBOARDS SHALL HAVE BOLT-ON CIRCUIT BREAKERS. WIRING DEVICES SHALL BE FLUSH FLOOR MOUNTED UON T o)’  FEEPER DESIGNATION
SPECIFICATION GRADE WITH NYLON PLATES, IVORY UNLESS NOTED. RAISED STEEL BOX
COVYERS MAY BE USED IN UTILITY AREAS. @3 DUPLEX RECEPTACLE A28 a?:Al[INcs:ﬂTchggg, fﬁgegg.@_ CED AR
1. PERMITS: OBTAIN AND PAY FOR ALL BUILDING AND WORKING PERMITS AND INSPECTION FEES ©- DUPLEX RECEPTACLE - HALF SWITCHED (TOP HALF) < C=RG59/, F=FIRE PAIR) '
REQUIRED FOR THIS PROJECT.
€= DuFLEX RECEPTACLE W/ INTEGRAL GFCI CIRCUITRY CIRCLITING IN WALL OR ABOVE CEILING
2. LOCATIONS: INDICATED LOCATIONS OF ALL OUTLETS AND EQUIPMENT ARE SUBJECT TO CHANGE. @r DUPLEX RECEPTACLE W/ IS0L ATED GROUND (ORANGE
SHIFT/RELOCATE/RECONFIGURE ANT OUTLET, EQUIPMENT OR CONNECTION POINT UP TO 12" AS FACE). NEMA B20R/IG — — — CIRCUITING IN FLOOR OR BELOW GRADE
DIRECTED BY ENGINEER, AT NO ADDED COST. B DousLE-DURLEX RECERTACLE T1CS = NO. OF 2 WIRES IF MORE THAN TWO:
SUBMITTALS: SUBMIT EIGHT COPIES OF FACTORY SHOP DRAWINGS FOR ALL NEW LIGHTING o — = ISOLATED GROUND WIRE
FIXTURES, SWITCHGEAR, PANELS, MOTOR CONTROL, WIRING DEVICES, ETC. PROPOSED FOR SPECIAL RECEPTACLE - EE ADDITIONAL SYMBOLS "
THIS PROJECT. PROPOSED SUBSTITUTIONS SHALL BE EQUAL OR SUPERIOR TO SPECIFIED 1350 HOMERUN: (4)¥2, 3/4°C. TO PANEL A CIR 125
ITEMS IN ALL RESPECTS. DETERMINATION OF EQUALITY RESTS SOLELY WITH ENGINEER. @  cLock OuTLET —OH—  OVERHEAD SERVICE —6L—  STREET LIGHT
APPROVED UL. LISTED SEALANTS AS LISTED WITHIN ARCHITECTURAL SPECIFICATIONS. DO NOT ot 1 LN —I— . 51N (4]
EXCEED MAXIMUM ALLOWABLE SURFACE PENETRATIONS DEPENDENT ON RATING OF SURFACES. Y  DATA OUTLET @ TELEVISION OUTLET ELEPHONE v ELEVISIO |
REFER TO ARCHITECTURAL DRAWINGS FOR DETERMINATION OF PENETRATION LOCATIONS — —3 sTuB -ouT ———5 CIRCUITING UP OR DOUN |
THROUGH FIRE RATED ASSEMBLIES. DATA PROCESSING STATION: 1= () I- ﬁ - W.1-V —N— NEONLIGHTNG —I  COPPER GROWND - sizE - =
5. GUARANTEE: THE COMPLETE ELECTRICAL SYSTEM, AND ALL PORTIONS THEREOF, SHALL BE ! ) 5 2 PER PLANS = KN~
GUARANTEED TO BE FREE FROM DEFECTS IN WORKMANSHIP AND MATERIALS FOR A PERIOD OF NUMBER INDICATES QUANTITY OF JACKS (cABLES W, ¥/ == PLUG MOLD SURFACE RACEWAY STSTEM (2-CIRCUIT WITH = 0:
ONE YEAR FROM DATE OF FINAL ACCEPTANCE. PROMPTLY REMEDY SUCH DEFECTS AND ANY IN 8INGLE CONDUIT ¢ DEVICE PLATE). OUTLETS 18" OC. UON.) MOUNTED ABOVE BACKSPLASH UON. =0 5
SUBSEQUENT DAMAGE CAUSED BY THE DEFECTS OR REPAIR THEREOF AT NO EXPENSE TO THE o = = 8
OUNER. LIGHT BULBS ARE EXEMPT FROM THIS GUARANTEE, BUT SHALL BE NEW AND UNUSED —WM— WIREMOLD SURFACE RACEWAY @ o g8
AT TIME OF FINAL ACCEPTANCE. E' = WALL AT 48" TO CENTER LINE UON (PER ADA) w < s 53
6. IDENTIFICATION: IDENTIFY ALL EQUIFMENT, SWITCHBOARD CIRCUITS AND ELECTRICALLY e reerouer PoLE x O 52
CONNECTED EQUIPMENT WITH ENGRAVED NAMEPLATES. NAMEPLATES SHALL BE FASTENED WITH EE - COuNTER OR CASEWORK =24
A MINIMUM OF TWO (2) SCREWS. PANEL DIRECTORIES SHALL BE TYPED. az| CEGRESS FLOOR MOUNTED WITH FLUSH HINGED LID UON [l FIRE ALARM EQUIPMENT o0 O i¢
= A . >
1. PANELBOARDS: PANELS SHALL HAVE FLUSH MONO-FLAT TRIM, PIANO HINGED DOORS AND ® LOCAL-ONLY SMOKE DETECTOR, 120V, W/INTEGRAL BATTERY E E .
COVER (DOOR-IN-DOOR) WITH LOCKABLE MASTER-KEYED FLUSH CATCHES AND BOLT-ON SO S  cUTCHES AT 8" TO TOP UON (FER ADA) AND ALARM HORN. WALL MOUNT AT 12" BELOW CEILING 7 = g-
CIRCUIT BREAKERS. FLUSH-MOUNTED PANELS SHALL HAVE EMPTY CONDUITS STUBBED TO s L Q-
ACCESSIBLE ATTIC SPACE: (1) I'" CONDUIT FOR EACH (4) SPARE/SPACE CIRCUITS. SINGLE POLE SWITCH 62 DOUBLE POLE SWITCH 30/3 30 AMP / 3 POLE (REPRESENTATIVE) < uw o s
8. TAMPERPROOF: ALL EQUIPMENT AND CIRCUITING ACCESSIBLE BY THE PUBLIC SHALL BE AL ALUMINUM Ok o
DEMONSTRATED TO BE TAMPERPROOF AND VANDAL RESISTANT. OPENABLE DEVICES AND THREE WAT SWiTCH S FOUR WAY SWITCH @
EQUIPMENT SHALL BE PADLOCKABLE. 4 c CONDUIT (WITH PULL CORD IF OTHERWISE EMPTY) g
19. SUPPORTS AND HANGERS: SUPPORT AND ALIGN ALL RACEWATS, CABINETS, BOXES, BACKBOXES, SWITCH ON EMERGENCY CIRCUIT MOTION SENSOR SWITCH cu COPPER —]
FIXTURES, AND EQUIPMENT FROM STRUCTURE. SECURE ALL SUPPORTING METHODS BY MEANS OF ol
TOGGLE BOLTS IN HOLLOW MASONRY, EXPANSION BOLTS IN SOLID MASONRY, CONCRETE PRESET ) EXISTING
INSERTS OR EXPANSION BOLTS IN CONCRETE, MACHINE SCREWS OR BOLTS IN METAL, AND WOOD SWITCH WITH PILOT TOGGLE (CONFIRM LIGHTED FPOSITION)
SCREWS IN WOOD CONSTRUCTION. ALL SUPPORTING SYSTEMS AND COMPONENTS SHALL BE RATED F FUSE (DUAL -ELEMENT, TIME DELAY)
FOR FIVE (5) TIMES THE ACTUAL LOAD. KEY OPERATED SWITCH FEBO  FURNISHED BY OTHERS
20. COORDINATION: THIS PROJECT REQUIRES A HIGH LEVEL OF COORDINATION AND COOPERATION 8L IDER-TTFE ELECTRONIC DIMMER - GFCl  GROUND FAULT CIRCUIT INTERRUPTER

WITH OWNER, ARCHITECT, OTHER TRADES, YENDORS AND SPECIALTY CONTRACTORS. THIS
CONTRACTOR SHALL OBTAIN AND STUDY SHOP DRAWINGS OF ALL ELECTRICALLY CONNECTED
EQUIPMENT AND SHALL ADJUST POINTS OF CONNECTION, LOCATIONS AND MOUNTING HEIGHTS AS

(WATTAGE RATING AS REQUIRED)
MANUAL MOTOR STARTER - POLES

GRD/GND  GROUND

NECESSARY PRIOR TO ROUGH-IN. AND HEATERS AS REQUIRED HOA HAND -OFF- AUTOMATIC
2. BIDDING: THE CIVIL, ARCHITECTURAL, MECHANICAL, KITCHEN AND INTERIOR DRAWINGS CONTAIN ) ] HP HORSEPOWER
DETAILED DESCRIPTIONS, CIRCUITING AND CONNECTION REQUIREMENTS WHICH ARE PART OF MOMENTARY - CONTACT SUITCH:  SPDT CTR OFF UON
DIVISION 1& RESPONSIBILITIES. THIS CONTRACTOR SHALL NOT SUBMIT BIDS ON THIS PROJECT K KCMIL (302 RCMIL = 302K)
BEFORE REVIEWING ALL PROJECT DRAWINGS, SPECIFICATIONS AND ADDENDA., INTERCOM OUTLET NE NON-FUSED
22. FIRE ALARM: EXISTING FIRE ALARM SYSTEM TO REMAIN: MAINTAIN IN CONSTANT OPERATION TV / SECURITY CAMERA, CEILING MOUNTED NIC NOT IN CONTRACT
DURING THIS PROJECT. NEW COMPONENTS AND CIRCUITING SHALL BE FACTORY CERTIFIED AS
BEING PROJECT-SPECIFIC COMPATIBLE WITH EXISTING STSTEM. ALL CONNECTIONS TO EXISTING TV / SECURITY CAMERA, WALL MOUNTED, HEIGHT PER PLANS NL NIGHT LIGHT

SYSTEM SHALL BE PERFORMED BY FACTORY CERTIFIED TECHNICIAN AND SHALL BE ACCEPTED
BY OWNER'S STSTEM MONITORING AGENCY. THE CONTRACTOR SHALL PROVIDE A COMPLETE
FIRE ALARM SYSTEM AND SHALL BE IN FULL ACCORDANCE WITH LOCAL, STATE AND ADA
REQUIREMENTS. THESE DOCUMENTS DO NOT INDICATE DEVICES, OUTLETS, CONNECTIONS, AND
CIRCUITRY NECESSARY FOR A COMPLETE FIRE ALARM SYSTEM. OBTAIN FIRE MARSHAL
APPROVED SHOP DRAUINGS PRIOR TO COMMENCEMENT OF ROUGH-IN. PROVIDE COMPLETE
SYSTEM TESTING UPON COMPLETION OF INSTALLATION AND PRIOR TO FIELD ACCEPTANCE

BY OUWNER

23. ADDITIONAL SYSTEMS AND EQUIPMENT CONNECTIONS: IN ADDITION TO EQUIPMENT POWER
FEEDERS AND CONNECTIONS INDICATED ON THE ELECTRICAL DRAUWINGS, PROVIDE 120v CONTROL
POWER CONNECTIONS TO SMOKEFIRE DAMPERS, YAY BOXES, TEMPERATURE CONTROL AND FIRE
ALARM PANELS, DOOR HOLDING/LATCHING DEVICES, ETC. AS INDICATED IN THE PROJECT
DRAUWINGS AND SPECIFICATIONS AS WELL AS ALL DESIGN-BUILD STSTEM DRAWINGS.

ITEM POUER NO. PER PROVIDE SMOKE
SOURCE 20A CIRCUIT DETECTORS

FIRE/SMOKE DAMPER EMERGENCY 2 YES

YAY TERMINAL (NO FAN) NORMAL (VERIFY) 2 NO

TEMPERATURE CONTROL PANEL EMERGENCY (VERIFY) | NO

FIRE ALARM PANEL EMERGENCY ! NOo

DOOR HOLDING/LATCHING DEVICES EMERGENCY 2 NO

PTZ PAN, TILT, ZOOM (CAMERA)
UNSW UNSWITCHED

UON UNLESS OTHERWISE NOTED
SPEAKER OUTLET - 8" COAXIAL W/ BACK BOX AND GRILLE (R) RELOCATE

MICROPHONE OUTLET +&" UON

REVISION DESCRIPTION

VYOLUME CONTROL OUTLET +48" TO TOP UON

RGS RIGID GALVANIZED STEEL
we WEATHER PROOF (NEMA 3R)
wr WATERTIGHT (SUBMERSIBLE)

EXHAUST FAN OUTLET (FRACTIONAL HORSEPOWER) (x) EXISTING TO BE REMOYED

THERMOSTAT OUTLET AT +54" TO TOP UON (FPER ADA)

MOTOR OUTLET (NUMBER = HORSEPOUWER)

QReoe90dau {0 pporo

CHECKED BY:

24. 24-HOUR OPERATION: CONDUCT WORK TO MINIMIZE DISRUPTION OF OWNER'S ONGOING 24-HOUR
OPERATIONS. PROVIDE BARRICADES, NOISE ABATEMENT AND DUST CONTAINMENT MEASURES TO
ENSURE THE SAFETY AND COMFORT OF PATRONS, STAFF AND WORKERS. INTERRUPTIONS OF
EXISTING POWER, COMMUNICATIONS OR FIRE ALARM STYSTEMS SHALL BE PERFORMED ONLY AT f ﬁ
SUCH TIMES AS DIRECTED BY RESIDENT ENGINEER. OUTAGES SHALL BE MOMENTARY IN NATURE, / f F ( /

= 4

AS NOTED

PROJECT NUMBER

DRAWN BY:
ISSUE DATE

EACH SUCH OUTAGE (OR OFERATION WHICH MAY POSE RISK OF AN ACCIDENTAL OUTAGE) SHALL EMOINEERING
BE SCHEDULED 48 HOURS IN ADVANCE. '_:_1.;.:]:.....1| e

25. COMMUNICATION SYSTEMS: THE ELECTRICAL CONTRACTOR SHALL PROVIDE OUTLETS AND {J . j/ "i; I SHEET NUMBER
RACEWAYTS FOR COMMUNICATION STYSTEMS AS INDICATED HEREIN, INCLUDING TELEPHONE, DATA
AND POINT-OF-SALE. CABLING AND DEVICES SHALL BE INSTALLED AND TERMINATED BY 5 Amigo Strest T: (122) 8%6-1100 E
OTHERS. OTHER COMMUNICATION SYSTEMS (le., SOUND, SECURITY, AUDIO/VISUAL, CCTY, MATYV, suite 112 F: (122) 826-1133 O OO
ETC.) SHALL BE DESIGNED AND INSTALLED BY OTHERS. Las Vegas, Nv. 89119
Y, SYMBOL LIST, SPECS

k email: mea@msa-lv.com
AND DRAWING INDEX
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